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The information contained in this publication, including numerical data, has been 
prepared as a general guide to the products, but intending buyers and users must sa-
tisfy themselves as to the suitability and the safety of the products for their particular 
purposes and duties. No responsibility is assumed for any errors herein. The company 
reserves the right to alter the designs and material specifications of products shown 
in this publication without notice.

Vorbehalt: Technische Änderungen behalten wir uns vor. Irrtümer und Druckfehler 
begründen keinen Anspruch auf Schadensersatz bzw. Ersatz auf Folgeschäden. Die 
Angaben sollen nach unseren besten Kenntnissen und Erfahrungen unverbindlich 
beraten. Sie befreien den Anwender nicht davon, die Eignung für die beabsichtigten 
Verfahren und Zwecke selbst zu prüfen.
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ADAM HALL BGV C1 LINE ARRAY OUTDOOR LIFT 350
Article No. SPALIFT55

• Absolute Novelty - Made in Germany!
• Perfectly adapted for use with our LDVA4 Line Arrays
• Load bearing capacity: till 350 kg
• Small floorspace
• Easy Mounting
• Lightweight lift: approx. 90kg (without accessories)
• Small pack size
• Outdoor convenient
• Statics available
• Construction book available on request
• PA crank lever stand
• Construction: Tube in tube - vertical weight dispatching
• Max. Height: 5300 mm
• Transport height: 2200 mm
• Max Load bearing: 350 kg
• Floor space: 1775 x 1477 mm (feet)
• Statics according to TÜV compliance
• Wind force bearing: up to wind force 8
• Free Ballast & Useful Height Calculation Software

FIXED CABLE
Article No. SPALIFT5501

• Fixed Cable for PA Stand
• Dimensions: Length 5140 mm
• incl. Cable tensioner
• incl. curving schackle

ADJUSTABLE CABLE
Article No. SPALIFT5502

• Adjustable cable for PA stand
• Dimensions: Length 5500 mm
• incl. Reutlinger
• incl. curving schackle
• Diameter: d = 6 mm

BALLAST OUT OF STEEL pLATES
Article No. SPALIFT5503

• Dimensions: 
   637 / 405 x 280 x 20 mm
• Weight: 20 kg
• Surface: Black powder coated
• Fittings: Rubber feet 4 pcs, 
   Milled handles

WOOD BASE pLATE
Article No. SPALIFT5504

• 15 mm Wood base plate
• incl. milled slots 7 mm deep
• Dimensions: 295 x 295 mm

STATIK LINE ARRAY LIFT
Article No. SPALIFT5505

• Documentation of the product 
   Line Array Lift 350
• Calculation of the statics according to 
   defined parameters
• Specific issue of the statics according 
   to customer
• Format: Portfolio
• Also available on request: customer 
   specific construction book

ANNUAL ACCIDENT pREVENTION REGULATION 
INSpECTION LINE ARRAY LIFT
Article No. SPALIFT5506

• Competent BGV inspection
• incl. cable exchange, documentation

ADAM HALL BGV C1 LINE ARRAY OUTDOOR LIFT 350
Artikel Nr. SPALIFT55

• Absolute Neuheit - Made in Germany!
• Perfekt angepasst für die Nutzung mit LDVA4 Line Arrays
• Belastbar bis 350 Kg
• Kleine Stellfläche
• Leichtbauweise
• Geringes Eigengewicht
• Kleines Packmaß
• Outdoor geeignet
• Statik verfügbar
• Baubuch erhältlich
• Max. Höhe: 5300 mm (Last)
• Transporthöhe: 2200 mm
• Tragfähigkeit: 350 kg (statischer Zustand)
• Eigengewicht: Ca. 90 kg (ohne Zubehör)
• Aufstellfläche: 1775 x 1477 mm (Außen/Außen)
• Statik der Konstruktion nach maschinentechnischen 
   Vorschriften des TÜVs
• Bis Windstärke 8!
• Kostenlose Ballast & Nutzhöhen Berechnungssoftware

SEILSATZ STARR
Artikel Nr. SPALIFT5501

• Seilsatz für PA Stativ - starr
• Abmaße: Gesamtlänge 5140 mm
• inkl. Seilspannner
• inkl. Schäkel 1 to geschweifte Form
• Durchmesser: d = 6 mm

SEILSATZ VARIABEL
Artikel Nr. SPALIFT5502

• Seilsatz für PA Stativ - variabel
• Abmaße: Gesamtlänge 5500 mm
• inkl. Reutlinger
• inkl. Schäkel 1 to geschweifte Form
• Durchmesser: d = 6 mm

BALLAST VARIANTE STAHL
Artikel Nr. SPALIFT5503

• Ballast aus Stahlplatten 
   nach Vorgabe
• Abmaße: 637 / 405 x 280 x 20 mm
• Gewicht: 20 kg
• Oberfläche: gepulvert
• Fittings: Gummifüße 4 Stck., 
   Griff-Fräsung

pALLHOLZ UNTERLEGpLATTE
Artikel Nr. SPALIFT5504

• Unterlegplatte aus 
   15 mm Film Siebdruckplatte
• inkl. Einfräsung mit t = 7 mm
• Abmaße: 295 x 295 mm

STATIK LINE ARRAY LIFT
Artikel Nr. SPALIFT5505

• Dokumentation des Produktes 
   Line Array Lift 350
• Statische Berechnung nach definierten 
   Grundlagen
• Ausstellung spezifisch nach Kunde
• Ausführung: lose Blattsammlung
• Auf Anfrage erhältlich: 
   Kundenspezifisches Baubuch

UVV pRÜFUNG pA STATIVE
Article No. SPALIFT5506

• Sachkundige UVV Prüfung
• Produkt: PA Stativ
• inkl. Austausch des Seiles, dokumentation


